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¢ BEARING AND
¢ PIER

TOP OF
SLAB GIRDER

DOWEL BAR

3'-0" WIDE x Â" THICK
BUTYL RUBBER SHEETING

9" MIN. UNDER DIAPHRAGM

SLAB REINFORCEMENT (TYP.)

TOP OF
CONCRETE SLAB

DOWEL BAR

SEE "BUTYL RUBBER AT
DIAPHRAGM" DETAIL THIS SHEET

½" ELASTOMERIC
BEARING PAD

BACK OF
PAVEMENT SEAT ¢ BEARING AND

¢ PIER

 #4 (TYP.)

 #4 STIRR.

END OF
SLAB GIRDER

CONSTRUCTION JOINT WITH
ROUGHENED SURFACE

STEEL TROWELED FINISH

NOTE TO DETAILER:
Revise Details to show
correct girder height.

SLAB GIRDER
REINFORCEMENT

DRILL OR BLOCKOUT 1½"ø HOLES INTO
BRG. SEAT FOR DOWELS. PLACE DOWELS
INTO HOLE AND FILL WITH EPOXY RESIN
TO TOP OF GROUT PAD.

MINIMUM
20ga. x 4 x 5
SHEET STEEL

ADHERE TO TOP
OF SLAB GIRDER
ALL AROUND.2" x 3" OVAL

OPEN HOLE

DIAPHRAGM

EDGE OF
SLAB GIRDER

EDGE OF
SLAB GIRDER

½" THICK x 6" WIDE x 9" LONG 
ELASTOMERIC BEARING PAD
(SHEAR MODULUS = 165 PSI).

ABUTMENT

SEE "BUTYL RUBBER
AT DIAPHRAGM" 
DETAIL THIS SHEET

NOTE TO DESIGNER:
Elastomeric bearing pad size
and adequacy to be determined
by the designer.

GROUT PAD
1" CHAMFER
(TYP.)

 #4 TIE

BEND IN FIELD
135° (TYP.)

�£#6

 #4 TIE

BRIDGE APPROACH SLAB
ANCHOR SEE "BRIDGE
APPROACH SLAB
DETAILS" SHEETS

1¼"ø ASTM A276 GRADE 304
STAINLESS STEEL DOWEL
BAR. HOLE TO REMAIN OPEN
OVER PRECAST SLAB DEPTH.

"A" DIMENSION AT ¢ GIRDER.
SEE "GIRDER SCHEDULE".
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SEE "GROUT PAD
DETAIL" THIS SHEET

¾" CHAMFER (TYP.)

GROUT PAD

ABUTMENT

ABUTMENT3 �#4 (2'-0"
SPLICE WHEN
REQUIRED)

2 �#4 (2'-0"
SPLICE WHEN
REQUIRED)

2 £#6
(3'-0" SPLICE
WHEN REQUIRED)

1'
-0

"

2" OPEN
JOINT

1'-0"

C.I.P. SLAB

1'
-1
"

2'-0"

2" MIN.

2'-0"10"

ELEVATION
BUTYL RUBBER
AT DIAPHRAGM

ELEVATION
END DIAPHRAGM
DIMENSIONS ARE ALONG DIAPHRAGM

END DIAPHRAGM GEOMETRY
DIMENSIONS ARE NORMAL TO ¢ BEARING.

Dowel bars may be deleted if
transverse stops are provided.

GROUT PAD DETAIL

¢ BEARING
¢ PIER 2
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SEE DETAIL C

DETAIL C

B

¢ BEARING AND
¢ PIER

2" OPEN 
JOINT

ABUTMENT

BOND WITH ADHESIVE
THIS SURFACE ONLY

2
"

3" 2 #4 TIES,  #4 STIRR. AND #4 TIE @ 1'-0"

8" 8"
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SECTION A

SECTION B NOTE:
FULL BEARING OF SLAB UNIT IS
REQUIRED AT EACH ELASTOMERIC
BEARING
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